www.wentylatory-online.pl

AC axial fans
A series, @ 200

Material: Guard grille: Steel, phosphated and coated in black plastic
Wall ring: Sheet steel, pre-galvanised and coated in black plastic
Blades: Sheet steel, coated in black
Rotor: Coated in black
— Number of blades: 5
— Direction of rotation: Direction of air flow "V" counter-clockwise, direction of air flow "A"
clockwise, seen on rotor
— Type of protection: IP 44
- Insulation class: "B"
— Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
— Condensate discharges: Rotor-side
— Mode of operation: Continuous operation (S1)
— Bearings: Maintenance-free ball bearings
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Type Motor VAC Hz m/h mm W A pF/NDB dB(A) Pa ¢ kg p.4161
3- 230/400 50 830 2800 53 0260015 — 67 140 -2510+75
*2D 2000 M2D068-CF = @ 3_ 5301400 60 940 3150 70 0.24/014 — 70 140 -25to+75 1 | CN/C2)
1- 230 50 740 2740 50 024 15/400 65 200 -25t0+75
*2E 200 M2EO68-CA = © 4. 23 0 830 3120 61 028 15/400 69 200 -25t0+75 4 A1)
3~ 2304400 50 390 1450 22 0.16/009 — 51 70 -251t0+60
*4D 2000) M4D0G8-CF = © 3 230/400 60 460 1730 21 0120007 — 55 100 -25to+80 1  CN/C2)
. 1~ 230 50 375 1380 40 0.30 — 52 60 -25t0+50
45 200 M4S068-BF = @ 1_930 g0 445 1630 34 024 — 53 80 -25to+65 12 B)
subject to alterations (1) 230 VAC & / 400 VAC Y
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Direction of air flow

Motor protection: @ ® Without TOP, ® @ TOP wired internally
Cable exit: @ © @ Lateral, ® variable

Protection class: |

Product conforming to standards: EN 60335-1, @ @ also CE

Approvals: @ CCC
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"y A2D 200-AA02 -01
"A" A2D 200-AA02 -02
"y AZE 200-AF02 -01
"A" AZE 200-AF02 -02
"y A4D 200-AA04 -01
"A" A4D 200-AA04 -02
' A4S 200-AA02 -01
"A" A4S 200-AA02 -02
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AC axial fans

A series, @ 200, drawings of directions of air flow "V" and "A"
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With guard grille for full nozzle
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Depth of screw
max. 5 mm

Brass lead tips

Type

A2D 200-AA02 -
A2D 200-AA02 -
A2E 200-AF02 -
AZE 200-AF02 -
A4D 200-AA04 -
A4D 200-AA04 -
A4S 200-AA02 -
A4S 200-AA02 -

Type

W2D 200-CA02
W2D 200-CA02
W2E 200-CF02
W2E 200-CF02
W4D200-CA04
W4D 200-CA04
W4S 200-CA02
W4S 200-CA02

Type

S2D 200-BA02
52D 200-BA02
S2E 200-BF02
S2E 200-BF02
S4D 200-BA04
S4D 200-BA04
545 200-BA02
S4S 200-BA02

-01
-02
-01
-02
-01
-02
-01
-02

-01
-02
-01
-02
-01
-02
-01
-02

g

21.0
21.0
21.0
21.0
20.0
20.0
20.0
20.0

www.wentylatory-online.pl

ebmpapst


Arkadiusz Gołąbek
Pisanie tekstu
www.wentylatory-online.pl


