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AC centrifugal blowers
dual inlet, @ 146

Material: Housing: PP plastic, black
Impeller: PP plastic, white
Rotor: Partially cast in aluminium
Terminal box: PP plastic, black
— Direction of rotation: Counter-clockwise, seen on plug
— Type of protection: IP 20
— Insulation class: "F"
- Mounting position: Any
- Condensate discharges: None
— Mode of operation: Continuous operation (S1)
— Design: 4-step blower with integrated terminal box, EW motor
— Bearings: Maintenance-free ball bearings
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— Motor protection: TOP wired internally

— Connection leads: Via plug

— Protection class: |

— Capacitor: FPU (P2) integrated in terminal box completely wired up and ready for plug-in
- Product conforming to standards: EN 60335-2-31, CE

— Approvals: VDE, GOST
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EN 1SO 1478-ST4.8
(min. screw length
14.5 mm plus thickness
of mounting material)
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View X Electrical connection: | |
AMP Universal Mate-N-Lok coded plug system When changing speeds,
Connector shell: AMP 926 682-3 switch must break the ol sl 21 13 A >
6 x plug pin: AMP 926 886-1 circuit =)
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1 = Step 1 (min.) white [
2 = Step 2 red PE N Speed =
3 = Step3 grey Increase
4 = Step 4 (max.)  black
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Guard grille Connection lead Capacitor
p. 556 p. 558 p. 560 f.


Arkadiusz Gołąbek
Pisanie tekstu
www.wentylatory-online.pl


